










Sure Klean® 600 Detergent
Dissolves mortar smears and
construction dirt quickly, leaving
the masonry clean and uniform
with no acid burning or streaking.

Sure Klean® Vana Trol®

Concentrated acidic cleaner for
new masonry surfaces subject to
vanadium, manganese and other
metallic stains. Is designed to
simplify rinsing and reduces
potential for efflorescence.

Sure Klean® Custom
Masonry Cleaner
Removes concrete splashes,
excess mortar, mud, retarders,
heavy efflorescence, embedded
stains, rust and surface soiling
from textured to custom
masonry surfaces.

For free access to NCMA
TEK Bulletins, log on to
www.readingrock.com
for a direct link to
NCMA’s eTEK website.

Handling and Storage
• Protect cast stone units at all times to prevent chipping, cracking, staining,or other damage.

• Handle long units at the center and both ends simultaneously to prevent cracking.

• Store cast stone units on pallets with nonstaining waterproof covers.

• Do not double stack pallets.

• Ventilate units under covers to prevent condensation.

• Prevent contact with dirt and splashing.

• Do not use pry bars or other equipment in a manner that could damage cast

stone units.

Cleaning
• Clean exposed units after mortar is thoroughly set and cured.

• Perform test of cleaner on small area of 4' x 4' on each type and color and

receive approval by architect before full cleaning. Let test area dry 4 to 5 days

before inspection. Keep test area for future comparison.

• Clean units by wetting down the surface first, before using the appropriate

Sure Klean cleaner, brush on cleaner, let dwell for 2 to 3 minutes. Reapply

cleaner, scrub surface with masonry brush and rinse off thoroughly. Areas

with heavy soiling use a wood block or non-metallic scraper.

• Do NOT use the following to clean cast stone units:

• Muriatic acid

• Power washing

• Sandblasting

• Harsh cleaning materials or methods that would damage or discolor surfaces

• Always apply cleaner to cast stone units in accordance with manufacturer’s

cleaner instructions.

Repair
• Repair chips and other surface damage noticeable when viewed in direct daylight

at 20'.

• Use only repair methods that are approved by architect.
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About Reading Rock, Inc.

Since 1947, Reading Rock has had a passion for manufacturing quality masonry products. Our philosophy for excellence is captured in our resolute focus on

the best People, Products and Processes. Our level of dedication began on a small scale as a block manufacturer in Reading, Ohio.Today Reading Rock is known for

product and processes innovation and the ability to deliver large-scale projects quickly and efficiently. Reading Rock is recognized as a market leader having

introduced Paverlock™ interlocking concrete pavers, Allan Block® segmental retaining walls, and RockCast®, the nation’s first machine-made cast stone product.

With state-of-the-art technology, certified technicians, in-house architects and engineers, and our focus on continuous improvement, all Reading Rock products

come with a Lifetime Warranty.

Conducting business throughout the United States, Reading Rock strengthens American communities. Our core values of Responsibility, Openness and honesty,

Continuous improvement, Knowing the customer, and Safety are firmly rooted in the Reading Rock team. As part of living these values Reading Rock supports

and helps finance the initiatives of the International Rett Syndrome Foundation (IRSF).
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