**PRODUCT SPECS**

a) **Jamestown**: 2 5/8" x 7 7/8" x 2 3/8"  
All stocked Jamestown® Pavers are 2 3/8" thick.

**APPLICATIONS**

Perfect for lining sidewalks, outlying entertaining spaces, or creating decorative inlays.

**INSTALLATION PATTERNS**

- 90° Herringbone
- Running Bond
- 45° Herringbone
- Pattern A
- Pattern B

**PACKAGING INFO**

<table>
<thead>
<tr>
<th>PRODUCT</th>
<th>WEIGHT PER SQ. FT.</th>
<th>UNITS PER SQ. FT.</th>
<th>SQ. FT. PER UNIT</th>
<th>UNITS PER LAYER</th>
<th>SQUARE FT. PER CUBE</th>
<th>UNITS PER CUBE</th>
<th>WEIGHT PER CUBE</th>
<th>TOTAL SQ. FT. PER CUBE</th>
<th>COLORS STOCKED</th>
</tr>
</thead>
<tbody>
<tr>
<td>Jamestown®</td>
<td>29 lbs</td>
<td>7.14</td>
<td>0.14</td>
<td>78</td>
<td>10.92</td>
<td>390</td>
<td>1,583 lbs</td>
<td>54.60</td>
<td>Charcoal</td>
</tr>
</tbody>
</table>

Jamestown® Pavers are sold by the layer.

**Note:** Due to variations in printing, color selections should always be chosen from actual product samples. Textured paver and patio stone surfaces require a buffer between the plate compactor and the paver surface to prevent scuffing.

**COLORS**

Charcoal